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Preface 


Dear customer, 
Thank you very much for purchasing a product made by OPTIMUM. 


OPTIMUM accessories for metal working machines offer a maximum of quality, technically 
optimum solutions and convince by an outstanding price performance ratio. Continuous 
enhancements and product innovations guarantee state-of-the-art products and safety at any 
time. 


Before commissioning the complete machine please thoroughly read these operating 
instructions and get familiar with the complete machine. Please also make sure that all persons 
operating the complete machine have read and understood the operating instructions 
beforehand. 


The operating instructions of the entire machine shall be provided by the supplier of the 
entirety of all the connected machine components. 


Information 


These installation instructions contain specifications on the proper installation in a complete 
machine, and operation and maintenance of this incomplete machine. 


If you have any further questions after reading these assembly instructions and you are 
not able to solve your problem with a help of these assembly instruction, please contact 
your specialised dealer or directly the company OPTIMUM. 


Optimum Maschinen Germany GmbH 
Dr.- Robert - Pfleger - Str. 26 

D-96103 Hallstadt, Germany 

Fax (+49)0951 / 96555 - 888 

Email: info@optimum-maschinen.de 
Internet: www.optimum-machines.com 
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1 Safety 


Glossary of symbols 


05” provides further instructions 
> calls on you to act 
О listings 


This part of the assembly instruction 


О explains the meaning and use of the warning notes included in these assembly instruction, 

о defines the intended use of the part machine, 

O points out the dangers that might arise for you or others if these assembly instruction is not 
observed, 

О informs you about how to avoid dangers. 


In addition to these assembly instruction, please observe 


O the applicable laws and regulations, 
О the statutory provisions for accident prevention, 


O the prohibition, warning and mandatory signs as well as the warning notes on the complete 
machine. 


When installing, operating, maintaining and repairing the machine, the relevant standards must 
be observed. 


If European standards have not yet been incorporated in the national legislation of the country 
in question, the specific applicable regulations of each country must be observed. 


If necessary, relevant measures must be taken to comply with national regulations before 
commissioning the machine. 


1.1 Type plate 


ое) Maschinenunterbau ə Optimum Maschinen (BE) Maschinenunterbau Opti Maschi 

E) ® ре @ Optimum Maschinen 
(EN) Machine substructure О РТ | M U M Germany GmbH (EN) Machine substructure (0 PT | M U M Germany GmbH 
(е5) Banco MASCHINEN. - GERMANY Dr.-Robert-Pfleger-Str. 26 (Е5) Banco MASCHINEN > GERMANY. Dr.-Robert-Pfleger-Str. 26 
(ЕВ) Socle D-96103 Hallstadt GR) Socle D-96103 Hallstadt 
(GT) Basamento G U | Ст) Basamento G U | 


tojan pod brusku 


SS (CZ) Stojan pod brusku 
laskine underkonstruktion š Сок) Maskine underkonstruktion Lad |, 
мој 30710 тіп" а мој 30709 min’ 
. Сет) Kiinteä alusrakenne . . 


(SR) Baon Mnxavñuoroç 
(HU) Gépállvánu (AU) верайуапу 
(NC) Machinevoet 13 kW (NC) Machinevoet EN 
230 у [sn] FO Podstawa en! 
(e 
(РТ) Bancada 
RU) Подставка-тумба (RU) Подставка-тумба 


(RO) Postament (RO) Postament 


(ве) Maskinstativ 40 kg Year (бе) Maskinstativ 40 kg Year 
(50) Postolje mašine (SK) Postolje mašine 

(тв) Makine althg и : (тн) Makine анд 

тайа а optimum-maschinen.de iad 


optimum-maschinen.de 


INFORMATION 


If you are unable to rectify an issue using these assembly instruction, please contact us for £3 
advice: 


Optimum Maschinen Germany GmbH 
Dr. Robert-Pfleger-Str. 26 


D-96103 Hallstadt , Germany 
Email:  info()optimum-maschinen.de 
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1.2 Safety instructions (warning notes) 


1.2.1 Classification of hazards 


We classify the safety warnings into different categories. The table below gives an overview of 
the classification of symbols (ideogram) and the warning signs for each specific danger and its 
(possible) consequences. 


Symbol Ашы expres: Definition / consequence 
sion 
DANGER! Impending danger that will cause serious injury or death to people. 
А МАКММС! А danger that can cause serious injury or death. 

CAUTION! A danger or unsafe procedure that can cause personal injury or 
damage to property. 
Situation that could cause damage to the machine and product, as 
well as other types of damage. 

ATTENTION! No risk of injury to persons. 
Practical tips and other important or useful information and notes. 
No dangerous or harmful consequences for people or objects. 

INFORMATION 


In case of specific dangers, we replace the pictogram with 


А ` 


general danger with a warning of injury to hands, hazardous electrical rotating parts. 
voltage, 


1.2.2 Other pictograms 


Warning: automatic start- Warning: tilting danger! Warning: suspended loads! Caution, danger of 
up! explosive substances! 
Switching on forbidden! Read the assembly Pull out the mains plug! Wear protective gloves! 


instruction before 
commissioning! 
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Q 


Wear safety shoes! Wear a protective suit! Contact address 


1.3 Intended use 


WARNING! 


In the event of improper use, the machine 

O may be a hazard to personnel, 

O the machine and other material property of the operating company will be endan- 
gered, 

O the correct function of the machine may be affected. 


Machine substructure with electrically driven blower and cyclone separator for capture of air 
pollutants on manually-operated machine tools is for removing material with geometrically 
undefined cutting edges. 


The use of the machine while operating with non-water miscible or water miscible cutting fluids 
is prohibited. 


The machine must only be set up and operated in dry, ventilated rooms. 
The machine is designed and constructed for use in non-explosive environments. 
The defined conditions of use and performance data must not be changed. 


The machine must neither be renovated nor modified in any other way without consultation with 
the manufacturer. 


If the machine is used other than as specified above, without the permission of the company 
Optimum Maschinen Germany GmbH, the machine is no longer used properly. 


We accept no liability for damage resulting from improper use. 


We expressly point out that the guarantee will expire, if any constructive, technical or 
procedural changes are not performed by the company Optimum Maschinen Germany GmbH. 
It is also part of the intended use that you 


O observe the limits of the machine, 
O the assembly instruction is observed, 
O the inspection and maintenance instructions are observed. 


t= "Technical specification" on page 8 
WARNING! 


Extremely severe injuries due to non-intended use. 


Do not make any modifications or alternations to the operation values of the machine. 
They could endanger the personnel and cause damage to the machine. 


GU1 
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14 Reasonably foreseeable misuse 


The installation of chip-type machines for tools with geometrically indeterminate cutting on the 
machine substructure GU1 must only be done by qualified personnel. 


Qualified personnel 


Due to their professional training, knowledge and experience as well as knowledge of relevant 
regulations, qualified personnel are able to perform the assigned tasks and to independently 
recognise and avoid any possible dangers. 


Any use other than that specified under "Intended use" or any use beyond that described will be 
deemed non-intended use and is not permissible. 


Any other use must be discussed with the manufacturer. 


1.4.1 Avoiding misuse 
Workplace limits 


During activities that involve ablating machines, the general dust limit (inter alia) pursuant to 
TRGS 900 should be observed with regard to the release of aluminium, aluminium hydroxide, 
aluminium oxide (except aluminium oxide smoke), iron (1) oxide, iron (III) oxide, graphite, and 
magnesium oxide (except magnesium oxide smoke). For fraction absorbable by alveoli, the 
limit is 3 mg/m? and for the respirable fraction, 10 mg/m?. 


Where toxic, highly toxic, carcinogenic, mutagenic or fertility-damaging substances may be 
released, additionalsafety measures in accordance with §10, GefStoffV are necessary. In the 
case of fertility-damaging substances, the German Maternal Safety and Parental Leave 
Ordinance (MuSchEItZV) should be observed. 
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2 Technical specification 


The following information represents the dimensions and indications of weight and the 


manufacturer's approved machine data. 


Electrical connection 


О Part no. 3107110 


230V ~ 50Hz (-60Hz) 


О Part no. 3107109 


400М ~ 50Hz (-60Hz) 
5-pole supply voltage required 


Max. total current consumption at the 


GU1 with 230V supply voltage - 10А 


230V protective contact sockets 


GU1 with 400V supply voltage - 16A 


Load current of the  machine| 0.5A 
connected, minimum 
Blower engine power 1.3 kW 


Speed of the blower [ rpm ] 


29,000 / -50Hz (34,800 / -60Н2) 


Carrying capacity of the machine | Max. 70 kg 
substructure 

Dust container volume 1.8 litres 
Filter surface of exhaust air filter 0.061 m? 
Filament fine filter 

Weight of the machine substructure 40 kg 


Utility space on the machine substructure 


O Depth 


287mm 


O Width 


340mm 


Emission measurement 


The generation of noise emitted by the capture device is 89 dB(A) to 92 dB(A), measured at a 
distance of one meter from the machine and at a height of 1.6m. 


INFORMATION 


This numerical value was measured on a new machine under the operating conditions specified 
by the manufacturer. The noise behaviour of the machine might change depending on the age 


and wear of the machine. 


Furthermore, the noise emission also depends on production engineering factors, e.g. speed, 


material and clamping conditions. 


INFORMATION 


The mentioned numerical value is the emission level. 


Though there is a dependency between the degree of the noise emission and the degree of the 
noise disturbance it is not possible to use it reliably to determine if further precaution measures 


are required or not. 


The following factors influence the actual degree of the noise exposure of the operator: 


O Characteristics of the working area, e.g. size or damping behaviour, 
O other noise sources, e.g. the number of machines, 
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O other processes taking place in proximity and the period of time, during which the operator 
is exposed to the noise. 

Furthermore, it is possible that the admissible exposure level might be different from country to 

country due to national regulations. 

This information about the noise emission should, however, allow the operator of the machine 

to more easily evaluate the hazards and risks. 


CAUTION! 


Depending on the overall noise exposure and the basic threshold values, machine 
operators must wear appropriate hearing protection. 


We generally recommend the use of noise and ear protectors. 


GU1_GB_2.fm 
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2.1 Dimensions 
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Utility space on the machine substructure 


287 
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Storage compartments 
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Dust container 


: 1,8 Liter 
: 18 litres 


Behaltervolumen 
Container volume 


46 
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Exhaust air filter 
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Filament Fine filter 


Filter surface: 0.061 т2 
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3 Delivery, interdepartmental transport, unpacking 


INFORMATION 


The machine substructure with suction device is fully assembled. It is delivered in a transport 
box. 


3.1 Delivery 


Check the status of the machine immediately upon receipt and claim possible damages at the 
last carrier also if the packing is not being damaged. In order to ensure claims towards the 
freight carrier we recommend you to leave the machines, devices and packing material for the 
time being in the status at which you have determined the damage or to take photos of this 
status. Please inform us about any other claims within six days after receipt of delivery. 


Check if all parts are firmly seated. 


3.2 Interdepartmental transport 


Centres of gravity de 


Load suspension points | 
(Marking of the positions for the load suspension () 


gear) | 


O Prescribed transport position 1 1 
(Marking of the top surface) 
O Means of transport to be used 


७ Weights 
WARNING! 


Severe or fatal injuries may occur if parts of the machine tumble or fall down from the 
forklift truck or from the transport vehicle. Follow the instructions and information on the 
transport box. 


3.3 Unpacking 


Install the machine close to its final position before unpacking. If the packaging shows signs of 
having possibly been damaged during transport, take the appropriate precautions to prevent 
the machine being damaged when unpacking. If damage is discovered, the carrier and/or 
shipper must be notified immediately so the necessary steps can be taken to register a 
complaint. 


Examine the complete machine carefully and check whether all materials, such as shipping 
documents, assembly instruction and accessories have been delivered with the machine. 
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34 Example figure of a grinding machine 
on the machine substructure with suction device. 


3.5 Fitting possibility of the GU1 
The machine substructure can be attached to the floor. 
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4 Operation 


41 Description of Functioning of the Extraction System 


In the machine substructure is situated a fan than generates an underpressure. The 
underpressure occurring sucks in the ambient air. The quantity of air is directed through cyclone 
separator which collects the fine dust particulates from the suction connections and places it 
into a collection tank. The cleaned exhaust air is additionally led outwards via the filter. 


4.2 Functional Description of the Electrical Connections 


The 230V protection contact sockets situated on the rear are used to connect the equipment 
and machines. 


O The maximum possible total current consumption on the both protective contact sockets is 
10A for GU1 with 230V mains connection. 

O The maximum possible total current consumption on the one protective contact socket is 
16A for GU1 with 400V mains connection. 


One 230V socket is used as a detection signal for switching on the fan in the machine 
substructure. The fan starts to run with a short delay as soon as the machine connected there is 
Switched on. The fan shuts down as soon as the machine or equipment connected on 230V 
plug is switched off. 


INFORMATION 


The fan at the GU1 with 400V supply voltage only starts to run if the used extension 
cable, or the 400V socket for the connection of the GU1 has also an 5-pole supply 
voltage, is executed ie including neutral conductor. 


Filter 


230V protective contact sockets 
1 x 400V AC plug only for GU1 with 400V 
supply voltage 


Collection tank 


Power supply 


GU1 
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43 Fire and Explosion Prevention 
From a particle size of 500 um and below, flammable metal dusts are regarded as explosive. 


Accumulated flammable dust can lead to explosive atmospheres by swirling up in machine 
tools and separators. This should be considered especially in the case of light metal dusts, e.g. 
aluminium and magnesium. 


The machine substructure GU1 is not designed to remove an explosive atmosphere in the 
working area of the complete machine. 
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5 Maintenance 


5.1 Inspection and maintenance 


The type and level of wear depends to a large extent on the individual usage and operating 
conditions. Any indicated intervals therefore are only valid for the corresponding approved 


conditions. 


Interval | Where? | What? How? 
= => Empty the collection tank regularly. 
Start of work, 5 
after every 5 : 
maintenance or 5 emptying 
repair work = 
о 
If the suction | => Wash out filter with water, dry off and reinsert. 
performance = = Replace the exhaust filter as required. 
reduces. 5 С А 
© leaning 
oe = 
After empirical X Replacing 
values on the 
part of the EN => When used on polishing machines, also clean the fan 
operator u regularly according to the operator's experience. 
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6 Malfunctions 


wee | Gausel LL 
possible effects 
Fan does not switch on at | * Not proper 230V socket used. * Use the other 230V safety contact soc- 
GU1 with 230V supply ket as a detection signal. 
voltage 
Fan does not switch on at | * Neutral conductor N not present * Use a 5-pole three-phase extension 
GU1 with 400V supply cord. 
voltage • 400V mains socket not run 5-pin. 
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7 Ersatzteile - Spare parts - GU1 


7.1 Ersatzteilbestellung - Ordering spare parts 
Bitte geben Sie folgendes an - Please indicate the following : 


О Seriennummer - Serial Мо. 

О Maschinenbezeichnung - Machines name 

О Herstellungsdatum - Date of manufacture 

O Artikelnummer - Article no. 

Die Artikelnummer befindet sich in der Ersatzteilliste. The article no. is located in the spare parts list. 


Die Seriennummer befindet sich am Typenschild. The serial no. is on the type plate. 
7.2 Elektrische Ersatzteile - Electrical spare parts 


7.2.1 Schaltplan - Wiring diagram 


Der aktuelle Schaltplan mit Ersatzteilliste befindet sich im Schaltschrank der Maschine oder befindet sich als 
gedruckte Kopie in dieser Anleitung. 

The current circuit diagram and spare parts list is located in the control cabinet of the machine or is located 
as printed paper in this manual. 
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7.3 | GU1- mechanische Bauteile - mechanical components 


A 


GU1 
Menge शि की Artikelnummer 
Pos. Bezeichnung Description 
Qty. Size Item no. 
Pos. 1 Unterbau GU1 Substructure GU1 1 0310711101 
Pos. 2 Kühlbehälter СОТ Cooling tank СОТ 1 0310711102 
Pos. 3 Halter 601 Holder GU1 1 0310711103 
Pos. 4 Anschluss GU1 Plug GU1 1 0310711104 
Pos. 5 Motor СОТ Motor GU1 1 0310711105 
| Pos. 6 | Zyklon СОТ Cyclone СОТ 1 0310711106 
Pos. 7 Rückwand СОТ Back board СОТ 1 0310711107 
Pos. 8 Filter 601 Filter GU1 1 0310711108 
| Роз.9 | 9 Abdeckung GU1 Cover GU1 1 0310711109 
Pos. 10 Gehause GU1 Housing GU1 1 0310711110 
Pos. 11 Zugentlastung GU1 Strain relief GU1 1 0310711111 
Pos. 12 Abdeckung GU1 Cover GU1 1 0310711112 
Steckdose GU1 Socket-outlet GU1 2 230V for 230V GU 0310711113 
Pos. 13 Supply 
Steckdose GU1 Socket-outlet GU1 1 iub a 03107111131 
Pos. 14 Stopfen GU1 Plug GU1 1 0310711114 
Pos. 15 O-Ring GU1 O-Ring GU1 1 0310711115 
Pos. 16 Verteiler GU1 Manifold GU1 1 0310711116 
Роз. 17 flexibles Absaugrohr (Optional) | flexibel suction tube (option) 1 0310711117 
GU1 GU1 
Pos. 18 Anschlussstecker GU1 Plug cable GU1 1 230V 0310711118-1 
Anschlussstecker GU1 GU1 Plug cable GU1 400V 0310711118-2 
Pos. 19 Klemmmutter GU1 Clamping nut GU1 1 0310711119 
Pos. 20 Dichtung GU1 Seal GU1 1 0310711120 
Pos. 21 Staubbehälter 601 Particles tank GU1 1 0310711121 
Pos. 22 Rándelschraube GU1 Knurled screw GU1 1 0310711122 
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7. 


4 GU) -Elektrik - Electric - 230V 


| | 


ща 
Жш 
È е 
AC220V ; 
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7.5 GU1 - Elektrik - Electric - 400४ 


Schaltplan Stromverteiler - Wiring diagram power distribution 
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050102019 / B/ blue EN 162901006 
DU а. анай Р . N Lë " 
x extension line Technical specification 
Electric sch ticdi «t 1. Standard: EN60309, EN61058; 
ectric schematic diagram a - 2 additional 055341003+045842001+ 
Se used 050102019+020304006+ 
D 103301002+162901006; 


3. Electric parameter 
Іе=16А Џе=400у ~ CEE=3P+N+E; 
AC3=4KW Uc=230V ~ 5082; 
When the А load current is greater than 0.5A , the lead line D 
lags behind A Бу 2-4 seconds. When the A load current is 
B disconnected, the lead line D is delayed by 3-5 seconds from A, 
an there is no output voltage 
No matter how much current output B has, the 
lead line D cannot have voltage 


4. Protection level: IP 44 


3 A 
PR 


Anschlüsse - Connections 


A- Anschluss Schleifmaschine - Grinding machine connection - CEE 400V 16A 

В - 230V Schutzkontaktsteckdose - 230 У socket with earthing-contact 

C - Versorgungsanschluss Absaugung - Supply connection for extraction unit - CEE 400V 16A 
D - Versorgungsanschluss Geblase - Supply connection for blower 
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8 Appendix 


8.1 Copyright 


This document is protected by copyright. All derived rights are reserved, especially those of 
translation, re-printing, use of figures, broadcast, reproduction by photo-mechanical or similar 
means and recording in data processing systems, either partial or total. 


Subject to technical changes without notice. 


8.2 Liability claims/warranty 


Beside the legal liability claims for defects of the customer towards the seller, the manufacturer 
of the product, OPTIMUM GmbH, Robert-Pfleger-StraRe 26, D-96103 Hallstadt, does not grant 
any further warranties unless they are listed below or were promised in the framework of a 
single contractual provision. 


The processing of the liability claims or of the warranty is performed as chosen by OPTIMUM 
GmbH either directly or through one of its dealers. 

Any defective products or components of such products will either be repaired or replaced by 
components which are free from defects. Title to replaced products or components is 
transferred to OPTIMUM Maschinen Germany GmbH. 


The automatically generated original proof of purchase which shows the date of purchase, the 
type of machine and the serial number, if applicable, is the precondition in order to assert 
liability or warranty claims. If the original proof of purchase is not presented, we are not able to 
perform any services. 


Defects resulting from the following circumstances are excluded from liability and warranty 

claims: 

О Use of the product beyond the technological capability and intended use, in particular due 
to overloading of the machine. 

O Damage caused personally through incorrect use or failure to observe our assembly 

instruction, 

negligent or incorrect handling and use of improper operating materials. 

Unauthorized modifications and repairs. 

Insufficient installation and safeguarding of the machine. 

Disregarding the installation requirements and conditions of use. 

Atmospheric discharges, overvoltage and lightning strokes as well as chemical influences. 


०००० 


Neither are the following items covered by liability or warranty claims: 


O Wearing parts and components which are subject to normal and intended wear, such as М- 
belts, ball bearings, lighting, filters, seals, etc. 
О Non reproducible software errors 


Any services, which OPTIMUM GmbH or one of its agents performs in order to fulfil any 
additional warranty are neither an acceptance of the defects nor an acceptance of its obligation 
to compensate. These services neither delay nor interrupt the warranty period. 


The court of jurisdiction for legal disputes between businessmen is Bamberg. 


If any of the aforementioned agreements is totally or partially inoperative and/or invalid, a 
provision which nearest approaches the intent of the guarantor and remains within the 
framework of the limits of liability and warranty which are specified by this contract is deemed 
agreed. 
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8.3 Mounting instruction change information 


Chapter Short note New version no. 
2+4+6 Note GU1 with 400V supply voltage 1.0.1 
0+2 Pictures cover sheet + data ~60Hz connection 1.0.2 
2 Drawing T-piece connection for 50mm suction hose 1.0.3 
parts 400V wiring diagram inserted, CE updated 1.0.4 


84 Advice for disposal / Options of reuse 


Please dispose of your equipment in an environmentally friendly manner, by not placing waste 
in the environment but in a professional manner. 


Please do not simply throw away the packaging and later the disused machine, but dispose of 
both in accordance with the guidelines laid down by your city council/local authority or by an 
authorised disposal company. 


8.5 Dismantling, disassembling, packing and loading 


INFORMATION 


Please take care in your interest and in the interest of the environment that all component parts 
of the machine are only disposed of in the intended and admitted way. 


Please note that the electrical devices comprise a variety of reusable materials as well as 
environmentally hazardous components. Please ensure that these components are disposed of 
separately and professionally. In case of doubt, please contact your municipal waste 
management. If appropriate, call on the help of a specialist waste disposal company for the 
treatment of the material. 


Please make sure that electrical components are disposed of professionally and in accordance 
with the statutory provisions. 

The machine contains electrical and electronic components and must not be disposed of as 
household waste. According to the European directive 2011/65/EG regarding disused electrical 
and electronic devices and the implementation in national law, disused electrical tools and 
electrical equipment must be stored separately and recycled in an environmentally friendly 
manner. 

As the machine operator, you should obtain information regarding the authorised collection or 
disposal system which applies for your company. 


8.5.1 Decommissioning 


CAUTION! 

Disused equipment must be decommissioned in a professional manner in order to avoid 

later misuse and danger the environment or persons. 

о Disassemble the machine if required into easy-to-handle and reusable assemblies 
and component parts. 

о Dispose of machine components and operating fluids using the intended disposal 
methods. 


8.5.2 Dismantling 


=> Dismantle the connection cable or sever the connection cable. 
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8.6 Disposal of new device packaging 


All used packaging materials and packaging aids from the machine are recyclable and 
generally need to be supplied to the material reuse. 


The packaging wood can be supplied to the disposal or the reuse. 


Any packaging components made of cardboard box can be chopped up and supplied to the 
waste paper collection. 


The films are made of polyethylene (PE) and the cushion parts are made of polystyrene (PS). 
These materials can be reused after reconditioning if they are passed to a collection station or 
to the appropriate waste management enterprise. 


Only forward the packaging materials correctly sorted to allow direct reuse. 
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EC - Declaration of Conformity 


Installation declaration 
for incomplete machines according to the Machinery Regulation 2023/1230 Annex V part B 


The manufacturer / seller and Optimum Maschinen Germany GmbH 
authorised representative: Dr.-Robert-Pfleger-Str. 26 
D - 96103 Hallstadt, Germany 


Authorised representative for Kilian Sturmer 
compiling all the relevant technical Optimum Maschinen Germany GmbH 
documents. 

Dr.-Robert-Pfleger-Str. 26 

D - 96103 Hallstadt 

Tel.: +49 (0) 951 96555 - 800 


hereby declares that the following product 
Product designation: Machine substructure GU1 


Type designation: GU1 
Machine substructure with electrically driven blower and cyclone 
separator for capture of air pollutants on manually-operated 
machine tools removing material with geometrically undefined 
cutting edges according to DIN 69651. 


The manufacturer declares that the product mentioned above is an incomplete machine in the sense of the 
Machinery Regulation. The product is exclusively provided for installation in a machine or incomplete 
machine and therefore does not meet all the requirements of the Machinery Regulation. 


The special technical documents according to Annex IV part B have been compiled. The authorised 
representative for compiling the technical documents undertakes to hand over the documents on well- 
founded request to the bodies of the individual state. The hand over is done by post in paper format or on 
electronic medium. 


The commissioning of the product is prohibited for as long as it has been established that the machine in 
which the aforementioned product is installed corresponds to all the requirements of the Machinery 
Regulation. 


The following standard has been applied: 


VDI 3802 Part 2: Air conditioning systems for factories. Capture of air pollutants on machine tools removing 
material. 


The following additional EU Directives have been applied: 


Restriction of the use of certain hazardous substances in electrical and electronic equipment 2015/863/EU 


Kilian Sturmer 
(CEO, General Manager) 


Hallstadt, 2023-11-07 
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